
ELHD4

Der klassische Klingenschal-
ter in der 4-Weg Ausführung. 
Eine kräftige Blattfeder sorgt für  
sattes Einrasten der Schaltposi-
tionen. Zwei Schaltebenen mit je 
1+4 Kontakten.

4-Weg-Schalter
Beispielschaltungen:
2 Singlecoils parallel + seriell 
Die klassische Tele-Schaltung 
mit Serienschaltung in der vier-
ten Position. „Masse“ geht an 
die Masse der Schaltung, z.B. 
über eine Potikappe.
Pos.1:	 Stegpickup
Pos.2:	 Steg & Hals parallel
Pos.3:	 Halspickup
Pos.4:	 Steg & Hals in Serie

Masse

Ausgang

Hals weiß Steg weiß

Hals schwarz

2  Humbucker
In Pos. 3 ist nur eine Spule des 
Stegpickups aktiv. Mit „hot“ ist das 
Ausgangskabel des Humbuckers 
gemeint, mit „tap“ die Anzapfung 
zwischen den Spulen.
Pos.1:	 Stegpickup
Pos.2:	 Hals & Steg (Humbucker)
Pos.3:	 Hals & Steg (Singlecoil)
Pos.4:	 Halspickup

Halspickup
Ausgang

Stegpickup „hot“

Ausgang
Stegpickup „tap“

Wichtig: die Metallkappe des Tele-Halspickups muss abgelötet und 
mit einem separaten Draht an Masse gelegt werden! 



ELHD4

The classic blade switch in the 
4-way version. A firm flat spring 
assures a strong audio connec-
tion in each position. 2 switching 
levels with 1+4 contacts each.

Examples:
2 Singlecoils parallel + series 
The classic Tele wiring with series 
switching in the 4th position.  
Connect the „ground“ wire to the 
ground of the circuit, e.g. on a 
potentiometer cap.
Pos.1:	 Bridgepickup
Pos.2:	 Bridge & neck parallel
Pos.3:	 Neckpickup
Pos.4:	 Bridge & neck in series

4-Way-Switch
Ground

Output

Neck white Bridge white

Neck black

2  Humbuckers
In position 3 only one coil of the 
bridge Humbucker is active. „Hot“ 
means the output cable of the 
bridge humbucker and „tap“ means 
the tap between the coils. Solder 
the „ground“ wires of both pickups 
to the ground of the circuit.
Pos.1:	 Bridgepickup
Pos.2:	 Neck & Bridge (Humbucker)
Pos.3:	 Neck & Bridge (Singlecoil)
Pos.4:	 Neckpickup

Neckpickup
Output

Bridgepickup „hot“

Output
Bridgepickup „tap“

Important: the metal cap of the Tele neck pickup must be unsoldered 
and connected to ground with a separate wire!  


